
Model 8024 PE
Economy and Value in One.

Non-Insulated

Impact/Windload Resistant

10-Year Limited Warranty

www.Wayne-Dalton.com

Model 8024 Square Ashburn style shown, custom painted.

Door Construction

•	� Embossed, high tensile steel panels give the look of 			
wood with the strength of steel. 

•	 Two-coat, baked-on polyester finish is virtually maintenance-		
	 free. This finish also makes an excellent base if you repaint
	 to match the existing exterior color of your home. 

•	 24-gauge steel skin. 

•	 Full 2”-thick door panels have box-shaped 20-gauge stiles 
	 and 16-gauge end stiles for strength and rigidity.  

•	 Heavy-gauge steel wraparound end caps trim-out door  
	 edges for better appearance and improved strength. 

•	 SilentGlide™ rollers with nylon tires and solid steel shafts 
	 provide years of smooth, quiet, dependable service  
	 (Not available in all sizes). 
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Safety

Wayne-Dalton reinforced doors meet or exceed the requirements of:

•  Florida Building Code (including High Velocity Hurricane Zone)
•  International Building Code
•  Miami-Dade County	

Impact-Resistant/Windload-Rated Reinforcements 

Model 8024 PE Specifications

Design 

•  Steel panels are embossed with a wood-grained 
	 texture giving the look of genuine wood.

•  Panel design available in white and almond.

Warranty

•	� The Model 8024 offers a 10-year limited 
warranty against cracking or splitting  
due to rust-through.

	 See dealer for complete warranty details

Windows

Many decorative window inserts are available to enhance  
the look of your garage door, which in turn enhances the  
look of your home. 

Colors
 

Colonial

*Ashburn *Brunswick *Springfield

Clear

Cathedral 

Stockton 

Williamsburg

Cascade 

Sherwood 

Waterton 

White

Dealer Imprint Area

Almond

Reinforced Door Reinforced Track

Reinforced Brackets Reinforced Hinges

Tested and Rated

GARAGE DOORS

Energy Efficiency & Noise Control

•	 Model 8024 is non-insulated.

•	 Tongue-and-groove panel joints fit together  
	 snugly to help seal out wind and weather. 

•	 Bulb-shaped bottom seal remains flexible  
	 to keep out bad weather. 

*Also available in Arch top.

Windows available in the Colonial design only
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Licensing and bonding in
both Washington & Oregon
www.goldencontractorservices.com 
(509)531-6885 or (509)713-3838
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